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Automatic transplanting with the AGRIPLANTER SP 
results in a significant reduction in labor costs  
and an increased efficiency of the planting process. 
Together with optimal seedling growth, this results 
in higher productivity and greater yield.

AGRIPLANTER  
SP-SERIES:  
Outstanding performance, proven efficiency

•	 High capacity: a constant flow of plants ensures optimal speed and precision for transplanting 
large quantities of plants.

•	 Detection of empty plugs (without plants): avoids waste and increases the accuracy of the 
planting process. A high-performance selection system replaces up to 6 to 7 consecutive empty 
plugs with plugs containing a plant. 

•	 Automatic depth adjustment: ensures that plants are placed at the correct depth, contributing 
to healthy growth.

•	 Low ground pressure: minimizes soil damage and promotes healthy root development.  

•	 Continuously adjustable pressure of the press wheels: the pressure is continuously 
adjustable “on the go,” ensuring optimal and rapid growth of the young plants.

•	 Adjustable plant spacing: flexibility to adjust the plant spacing according to the needs  
of your crop. 

•	 Wide range of row spacings

•	 Wide range of plant trays

•	 Wide range of plants: the agriplanter is capable of 
transplanting a wide variety of seedlings (smaller, larger, 
curved, tangled, etc.).

•	 Wide range of crops: vegetables, herbs, etc.

•	 Suitable for different soil types such as clay, loam,  
sandy soil, etc.

Features



Agriplant continues to innovate and improve, aiming to optimize your planting process.  
Our engineering team is not only responsible for the concept and design of the agriplanter  
but is also involved in the assembly and delivery of our planting machines.

With this practical and efficient approach, we ensure that you always achieve the best results  
with your machine.

Agriplant and its global network of dealers also guarantee comprehensive training and support  
during startup, as well as excellent and fast after-sales service.

Peppers Leeks Herbs Sugar beets …

CeleryTomatoes Fennel OnionsAll brassicas 
broccoli, ...

The agriplanter robot is adaptable and adjustable, 
allowing it to work with a wide variety of trays:  
both in terms of material (hard plastic, soft plastic, 
eps/ polystyrene) and dimensions (more than  
100 different tray sizes).

This offers great flexibility and freedom of choice  
for plant growers.

Plant trays

Focus on quality, reliability,  
and cutting-edge innovation
Optimal support before, during and after

Applications
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3 SP-A 4 SPup to  
36000  
plants / hour

up to  
44000  
plants / hour

1 SP 2 SPup to  
14000  
plants / hour

up to  
26000  
plants / hour

2 SP-A 3 SPup to  
26000  
plants / hour

up to  
36000  
plants / hour

SP-SERIES

= Tractor tracks



6 SP-A 6 SP-Wup to  
66000  
plants / hour

up to  
66000  
plants / hour

4 SP-N 5 SP-Aup to  
44000  
plants / hour

up to  
60000  
plants / hour

5 SP-W 6 SPup to  
60000  
plants / hour

up to  
66000  
plants / hour

All information in this brochure is subject to change



TECHNICAL SPECIFICATIONS

	 1 SP	 2 SP	 3 SP-A	 4 SP	 4 SP-N	 5 SP-A	 6 SP-A

Press wheels	 580 x 80 – 410 x 80 – 	 580 x 80 – 410 x 80 –  	 580 x 80 – 410 x 80 –  	 580 x 80 – 410 x 80 –  	 580 x 80 – 410 x 80 – 	 410 x 80 – 410 x 60	 410 x 80 – 410 x 60 
	 410 x 60	 410 x 60 – 280 x 60	 410 x 60	 410 x 60	 410 x 60 
		  (double wheels)			   (double wheels)

PLANTING ELEMENT

ELEKTRICITY

Robot	 Self-sufficient (24 V)	 Self-sufficient (24 V)	 Self-sufficient (24 V)	 Self-sufficient (24 V)	 Self-sufficient (24 V)	 Self-sufficient (24 V)	 Self-sufficient (24 V)
Chassis	 Self-sufficient (24 V)	 Self-sufficient (24 V)	 Self-sufficient (24 V)	 Self-sufficient (24 V)	 Self-sufficient (24 V)	 Self-sufficient (24 V)	 Self-sufficient (24 V)

Length - mounted	 280 cm / 110 inch (*)	 280 cm / 110 inch (*)	 430 cm / 169 inch (**)	 430 cm / 169 inch (**)	 /	 /	 /
Length - trailed	 410 cm / 161 inch(*)	 410 cm / 161 inch (*)	 630 cm / 248 inch (**)	 630 cm / 248 inch (**)	 615 cm / 242 inch (**)	 750 cm / 295 inch (**)	 750 cm / 295 inch (**)
Width	 200 cm / 78 inch	 250 cm / 98 inch	 300 cm / 118 inch	 310 cm / 122 inch	 336 cm / 132 inch	 350 cm / 137 inch	 350 cm / 137 inch
Height	 240 cm / 94 inch	 240 cm / 94 inch	 330 cm / 129 inch	 330 cm / 129 inch	 336 cm / 132 inch	 330 cm / 130 inch	 330 cm / 130 inch
Weight	 1600 kg	 2440 kg	 3550 Kg	 4200 kg	 4700 kg	 7520 kg	 7650 kg

* without rear platform - ** with rear platform

DIMENSIONS

Flat field	 Yes	 Yes	 Yes	 Yes	 Yes	 Yes	 Yes
Beds	 Yes	 Yes	 Yes	 Yes	 Yes	 Yes	 Yes

SOIL PREPARATION

TRANSMISSION

PTO	 540 rpm	 540 rpm	 540 rpm	 540 rpm	 540 rpm	 1000 rpm	 1000 rpm
		  1000 rpm	 1000 rpm	 1000 rpm	 1000 rpm

Robot	 Self-sufficient (35 bar)	 Self-sufficient (35 bar)	 Self-sufficient (35 bar)	 Self-sufficient (35 bar)	 Self-sufficient (35 bar)	 Self-sufficient (35 bar)	 Self-sufficient (35 bar)
Chassis	 Self-sufficient (165 bar)	 Self-sufficient (165 bar)	 Tractor (165 bar)	 Tractor (165 bar)	 Tractor (165 bar)	 Self-sufficient (165 bar)	 Self-sufficient (165 bar) 
Oil flow tractor	 /	 /	 30 l/min (7,5 gpm)	 30 l/min (7,5 gpm)	 30 l/min (7,5 gpm)	 30 l/min (7,5 gpm) ~	 30 l/min (7,5 gpm) ~ 
						      40 l/min (10 gpm) 	 40 l/min (10 gpm)

HYDRAULICS

GENERAL INFORMATION

Number of rows	 1	 2	 3	 4	 4	 5	 6
Distance between the rows	 /	 32 ~ 91 cm / 13 ~ 36 inch	 45 ~ 75 cm / 19 ~ 29 inch	 50 ~ 76 cm / 19 ~ 30 inch	 32 ~ 70 cm / 13 ~ 27 inch	 60 cm / 24 inch	 50 cm / 19 inch 
Distance between the twins	 /	 /	 /	 /	 50 ~ 55 cm / 20 ~ 22 inch	 /	 /
Distance in the row	 10 - 60 cm / 4 ~ 23 inch	 10 ~ 60 cm / 4 ~ 23 inch	 10 ~ 60 cm / 4 ~ 23 inch	 10 ~ 60 cm / 4 ~ 23 inch	 10 ~ 60 cm / 4 ~ 23 inch	 10 ~ 60 cm / 4 ~ 23 inch	 10 ~ 60 cm / 4 ~ 23 inch
Wheeltrack	 130 - 170 cm / 51 ~ 70 inch	 140-180 cm/ 55 ~ 71 inch	 180 ~ 300 cm/ 70 ~ 118 inch	 200 ~ 300 cm/ 78 ~ 118 inch	 200 ~ 305 cm / 78 ~ 120 inch	 305 cm / 120 inch	 300 cm / 118 inch
Type	 Mounted – trailed	 Mounted – trailed	 Mounted – trailed	 Mounted – trailed	 Trailed	 Trailed	 Trailed
Capacity	 Up to 14000 pl/h (*)	 Up to 26000 pl/h (*)	 Tot 36000 pl/h (*)	 Up to 44000 pl/h (*)	 Up to 44000 pl/h (*)	 Up to 60000 pl/h (*)	 Up to 66000 pl/h (*)

* theoretical value
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AGRIPLANT is an innovative company with 
decades of global experience in the design, 
production, and sale of high-quality and reliable 
automatic planting machines.

The ‘AGRIPLANTER’ is a fully automatic planting 
machine with high capacity and a selector for 
transplanting various tray and plug plants. This 
way agriplant helps you significantly reduce 
labor costs and increase your yield.

CONTACT US AND FIND OUT HOW 
THE AGRIPLANTER CAN MAKE  
THE DIFFERENCE IN YOUR BUSINESS.


